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The new PC software
for offline parameteriza-
tion and documentation for
Protos® process analyzers

ProgaLog® 3000 is a PC-based
tool for exceptionally easy para-
meterization of a Protos® process
analysis system. It allows for com-
prehensive parameterization of
basic as well as multi-channel
Protos® analyzers and, far beyond
these, even of complete Unical®

systems. That covers all steps in 
a full-scale program for a fully
automatic pH measuring system,
including cleaning, automatic
calibration and controlling a
retractable fitting. In spite of its
extensive parameterization capa-
bility, ProgaLog® is well-structured
and easy to handle.

■ Comfortable operation

Explorer-style display of the 
device configuration to keep
track of and set up hardware
options in self-explanatory
fashion.

– graphical user interface lists
parameters and parameteriza-
tion values in a table view

– uses familiar terms from the
language selected for the 
Protos® measuring system

– program interface in German 
or English language

– Protos® hardware configuration
is entered manually or read out
from a stored configuration.
Value ranges of parameters,
their interdependencies and
implications of divergent hard-
and software versions are
observed

– pictorial representation of 
individual modules, true to 
the detail, down to the clamp
terminal connections

– intuitive operation 

– graphic visualization of the
complete cleaning and calibra-
tion cycles of a Unical® system,
with optional live tracking in a
diagram

■ Simple parameterization

Upon completing the parameteri-
zation of a Protos® process ana-
lysis system on a PC, the para-
meter set can be transferred 
to the Protos® device with a
SMARTMEDIA card. This also
allows for “cloning”, i.e. identic-
ally parameterizing several
Protos® systems, with minimal 
effort. Of course, this process 
can be reversed as well in order
to read out an existing Protos®

parameterization from a SMART-
MEDIA card, and change or 
document it on a PC. On the PC
system, the parameter set can be
archived, printed or modified and
later retransferred to the Protos®

analyzer.

■ Full and consistent 
documentation

Complete Protos® configuration
sets can be converted into Excel
or PDF format at the touch of a
button, which generates full, 
consistent documentation and
allows for easy archiving of 
data. The printing function also
provides a comfortable and 
simple way to keep paper copies
on file. ProgaLog® 3000 works
under Windows 2000 and XP. 
It is easy to install and can be run
without administrator privileges.

ProgaLog® 3000
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■ Protos® product line

Protos® basic units Order no. 
l–––––––––––––––––––––––––––––––– l––––––––––––––––
Protos® 3400 C 
Basic unit   
Coated stainless steel enclosure
VariPower® wide range power supply  
20 ... 265 V AC/DC 3400 C

Protos® 3400 S
Basic unit 
Polished stainless steel enclosure
VariPower® wide range power supply  
20 ... 265 V AC/DC 3400 S

Protos® basic units, Order no. 
l–––––––––––––––––––––––––––––––– l––––––––––––––––
Protos® 3400X C / VPW
Basic unit, Ex  
Coated stainless steel enclosure
VariPower® wide range power supply  
85 ... 253 V AC 3400X C / VPW

Protos® 3400X C / 24V
Basic unit, Ex  
Coated stainless steel enclosure
24 V AC/DC 3400X C / 24V

Protos® 3400X S / VPW
Basic unit, Ex   
Polished stainless steel enclosure
VariPower® wide range power supply 
85 ... 253 V AC 3400X S / VPW

Protos® 3400X S / 24V
Basic unit, Ex  
Polished stainless steel enclosure
24 V AC/DC 3400X S / 24V

Modules Order no. 
l––––––––––––––––––––––––––––––– l–––––––––––––––
Module: pH PH 3400-032
Ex model PH 3400X-032

Module: pH 
(dual high resistance input) PH 3400-033
Ex model PH 3400X-033

Module: pH (ISM) PH 3400-035
Ex model PH 3400X-035

Module: conductivity COND 3400-041
Ex model COND 3400X-041

Module: electrodeless conductivity CONDI 3400-051
Ex model CONDI 3400X-051

Module: oxygen (standard) OXY 3400-062
Ex model OXY 3400X-062

Module: oxygen (trace) OXY 3400-063
Ex model OXY 3400X-063

Module: oxygen (standard, ISM) OXY 3400-065
Ex model OXY 3400X-065

Module: oxygen (trace, ISM) OXY 3400-066
Ex model OXY 3400X-066

Module: oxygen 
(trace, higher resolution, ISM) OXY 3400-067
Ex model OXY 3400X-067

Module: communication 
Unical® 9000 / Uniclean® 900 
with pH input PHU 3400-110
Ex model PHU 3400X-110

FIU digital module FIU 3400-140
Ex model FIU 3400X-140

Module: Out OUT 3400-071
Ex model OUT 3400X-071

Module: PID controller PID 3400-121
Ex model PID 3400X-121

Module: communication 
PROFIBUS PA COMPA 3400-081
Ex model COMPA 3400X-081

Module: communication 
FOUNDATION Fieldbus COMFF 3400-085
Ex model COMFF 3400X-085

Wireless components Order no. 
l–––––––––––––––––––––––––––––– l––––––––––––––––
Wireless Coordinator unit ComFu®-C
Ex model ComFu®X-C

Wireless End device unit ComFu®-E
Ex model ComFu®X-E

The modules Order no. 
l–––––––––––––––––––––––––––––– l––––––––––––––––
pH module (DIN plug) PH 900-01
Ex model PH 900X-01

pH module ISM (VP plug) PH 900-02
Ex model PH 900X-02

Cond module (DIN plug) Cond 900-01
Ex model Cond 900X-01

Oxy module ISM (VP plug) Oxy 900-01
Ex model Oxy 900X-01

InduCon® digital module 
(M12 plug) InduCon® 900-01
Ex model InduCon® 900X-01

Additional functions Order no. 
l–––––––––––––––––––––––––––––– l––––––––––––––––
AI recorder
TAN SW 3400-001

Buffer sets entry option (pH)
TAN SW 3400-002

Adaptive calibration timer (pH) 
TAN SW 3400-003

ServiceScope®

TAN SW 3400-004

Tolerance band recorder (pH)
TAN SW 3400-005

Current characteristic entry option
TAN SW 3400-006

TC ultrapure water (Cond)
TAN SW 3400-008

Concentration determination
TAN SW 3400-009

SensoCheck® entry option 
TAN SW 3400-010

5 loadable parameter sets
SMARTMEDIA card and TAN SW 3400-102

Measurement recorder
SMARTMEDIA card and TAN SW 3400-103

Additional functions Order no. 
l–––––––––––––––––––––––––––––– l––––––––––––––––
Expanded logbook
SMARTMEDIA card and TAN SW 3400-104

Software update
SMARTMEDIA card and TAN SW 3400-106

Electronic record keeping, 
FDA 21 CFR Part 11 compliant
SMARTMEDIA card and TAN SW 3400-107

Accessories Order no. 
l–––––––––––––––––––––––––––––––– l––––––––––––––
SMARTMEDIA card ZU 0543

Pipe mount kit ZU 0544

Panel mount kit ZU 0545

Protective top cover ZU 0548

Input socket for one combination 
electrode or glass electrode with 
DIN plug ZU 0160

…
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Protos® 3400

The Reference.
Analog. Digital. Contactless. Wireless.
For reliable measurement of
pH, conductivity and oxygen
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